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Preface

I Iyteraisdedicaedto providing an extensie range of
accessaoy solutiors which canwork with the terminals
to deliver usersremakable communicatiorsevice

To attain this purpos, we keep making great efforts through
the R&D processof eachproduct. Fromthe very beginning, a
systematic plan will be hammeedout, in which anin-depth
anaysison relation betweenaccessoy and related devicesis
given.Thiscanhelp enharmethe system performane by
maximizingeachdevice's functionality. Whenit comesto
testirg, all accessoriesshallundego a seriesof rigid tests

involving accelerdedlifetests(ALT), mechanichtemperatue,
humidity and etc. Finally, a systemwide interoperabilty test
will be carriedout before delivery.

Forthe interests of usersand reputatiorof Hyteraproducts,
Pleaseuseor selloriginal accessoriessuppliedby Hyteraonly.

Note: This catalogueés subject to changewithout notice due
to continuousdevelopmentPleasevisit usat
http:/Awww.hytrair for the latest product information.
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1.1AudioDevices

Afull line of audio accessoris, including conventionalearpiees, suveillance earpiees dedicdaedearpiees andremde speaker
microphore, is performane-matchedfor your radics, delivering you secue and reliablecommunication.

| 1l.1.1Wirelesstapiece

Hytera wreless earpiec&it provides simpledesgn, eay, comfortable and free-of-cable
wearirg, allowing you to communicae convenient,.

» Automatic pairing and connection for easyoperation;

= Ergonomicdesgn forlong time wearing;

= Any time and any place chaging viathe portable radios;

» DoublePTT desgn for earpieceand adaper, adaptve with ring PTT for flexible operatiors

Applications

Forusersengagedh mid-andhigh-endindustriessuchashospitalty,
shopping mal, erntertainmentand securty savice.

Specificationg

Communicationrange:8~10m
Operationtime: O 4 for ESWO01
PTT cycle(100000

IPclass:IP54

A Operationtemperatue: -20~60°C;

Ram prod
[¥ 4

O

(8]

. (ApplicableRadiosList)

S [ ProdwtModel ~ ApplicableRadios ~ Remarks |

ESWO01 PD78X,PD70X,PD752

o ¢ ADN-01 PD78X,PD70X,PD75X

O ESMOL:N1(ESWO1+ADNO1) PD78X,PD70X,PD75X
O 0 ADN-02 PD60X,X1e,X1p,PD68X,PD66X
O o ESWOEN2(ESW01+ADN02) PD60X,X1e,X1p,PD68X,PD66X
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1.1.2WirelessRing PTT

Hytera wreless ringPTT isdesgned for finger wearingand allows you to trigger PTT functions
without holding the portable radios providing covert and convenientoperatiors

» Smalland light desgn for covert and convenientoperations;

» Two programmablekeys canbe programmedwith VolumeUp/Down or ChannelUp/

Down functions viaCPS*.

Applications

Forusersengagedh mid-and-high-endindustriessuchashospitalty,
erntertainmentand securty sevice

Specificationg

Communicationrange:OLOm
Operationtime: @®20h

PTT cycle(100000

IPclass:IP54
Operationtemperatee:-20~60°C;

(ApplicableRadiosList]

Product Model | ApplicableRadios ~ Remarks
X1e,X1p, Z1p,PD6SX,
POA47 PD60X,PD66X,PD78X,

PD70X,MD65X,MD78X

*Thesdunctions are only applicablewith X1e/X1p/Z1p

1.1.3DetachableEapiece

Hyteradetachablearpiee isthe fashionableand comfortable-wearingearpiecedesgned for high-end cugsome. Cusomerscanattach
Hyteradetachablearpiee to 3.5mmconnector earpieceof any compaly per actual need Hyteradetachablearpiee isadaptie with
radioswith VOX functions allowing cugomersto enjoy handsfree communicationThedetachableesgn helpscugomersto replece
earpieceswiftly and ensues the sde personalhygiene, alsoit canprovide the ideal solutionsfor cost saving.

L)

Highlights

» Detachabledesignfor flexible operations;

# Ergonomicdesgn forlong time wearing;
Flexible replacementto meetdifferent need

i

DCcQOo T~ N KTOOWLLOOOo D>

L]

Applications

Forusersengagedh mid-and-high-endindustriessuchashospitalty,
shopping mal, ertertainmentand securty savice.

Specifications

ACN-01/ACN-02 specificationMicrophone
specification:
Sensitivity: -42+3dB@ 1z 0dB=1V/Pa(Finish product)
Impedae! 2 . 2 k gH@Operation
voltage:1~10vDCPTT cycles 100000
*|Pclass:IP54
Operationtemperatuee:-20~60°C;


mailto:3dB@1kHz
mailto:2kΩ@1kHz
mailto:2kΩ@1kHz

ACM-01 specification:Microphonespecification:
Sensitivity: -45+3dB@ 1z 0dB=1V/Pa(Finish product)
Impedage:0 2 . 2 k Hz@bpérationvoltage:1~10vDCPTT cycles 100000
IP class:IP54
Operationtemperatuee:-20~60°C;
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ES01specification:

o Speakerspecification
Sensitivity: 110+3dB@1z (Finish product)
Ratedpower: 10mW Max power: 30mwW
Resistance32q N1 5 %@ k

e Operationtemperatue:-20~60°C;

i

EH-01specification:

o Speakerspecification
Sensitivity: 108+3dB@ 1Kz (Finish product)
Ratedpower: 10mW Max power: 20mW
Resistance32q N1 5 %@d k

e Operationtemperatue:-20~60°C;
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ES-02 specification:

o Speakerspecification
Sensitivity: 117+3dB@1Mdz (Finish product)
Ratedpower: 10mW Max power: 30mwW
Resistanced0q N1 5 % @4 k

* Operationtemperatee:-20~60°C;

EH-02 specification:

o Speakerspecification
Sensitivity: 115+3dB@1z (Finish product)
Ratedpower: 50mW Max power: 100mwW
Resistancel50q N1 5 %@ k

» Operationtemperatue:-20~60°C;

Audio Accessoy Jack Product Model ApplicableRadios RENMENS
EH-01 EHN16 PD70X,PD78X,PT580H,
EH-02 EHN17 PT580,PD70X(UL913), TheVOX functlo_n can
ACN-01 PD78X(UL913), be enabledor disabled
ESO01 ESN12 | pr5goH(uI9L3), through the radio.
ES02 EAN23 PD752
EH-01 EHN21
TheVOX function can
EH-02 EHN20 | X1eX1p,X1p(UL913),Z1p, .
ACN-02 PDGOXpPDFE)BéX PDE)SS):p be enabledor disabled
ESO1 ESNI14 : ' through the radio.
ES02 EAN22
- EHM19
Er-0l TC-700,TC-610,TC-620,
EH-02 EHM20 | 1C-510;TC-585TC-500S, .
ACM-01 VOX isnot suppated
ESO1 ESM14 | PD50X,PD40X,PD41X,
ES02 EAM17 PD56X

Note: CugomerscanpurchaseACN-01,ACN-02,ACN-03 and EH-01, EH-02, ES01,ES-02 separtely to assemblehem into 12 typesof

earpiecefor adaptiorwith three radio modek Moreover, detachablearpiececan provide ideal solutionsforinvertory managemerdnd

quick responseof cusomer demaual.
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| 1.1.4C-Earset | 1.1.5C-Earset

Conventional earpiees allow you to work handsfree, enabling you to enjoy beter convenierce and
disaeet communication.

Thisnew, fashionableand comfortable-wearingC-Earsebf Hytera isdesgned for compact radios
suchasPD35Xseries. This C-Earsetis an economical and prectical earpiecemarketedin hospitalty,
catering, entertainmentpropaty managemernndustries

Highlights
Highlights
» Comfortable to wearwith C-style earset;

. Swivel earbudfor easyreplacement;
» Affordability and practicality;
# PTT-in-line desgn;
Attachingthe PTT secuely with the plasticclip;
# VOX available

Applications

Forusersengagedh retailing, ertertainmenthospitality and
caering sevices.

Specificationg

» Perfect fitnessand comfortable wearing;

» In-earand swiveldesgn for both earswearing;

» Economicaland prectical despn to meet cusomesineeds;
# PTT-IN-LINE wire controlling structure;

# Plasticcableclampfor PTT place adjustment.

Applications

Forusersengagedh retailing, ertertainmenthospitality and
caering industries.

W

e Speake
Sensitivity: 105+3dB@1kKz(Singlepart)
Ratedpower: 10mW Max power: 30mW
Resistance32q N1 5 % @7 k
e Microphone:
Sensitivity: -42+3dB@1#z 3v 2.2k0dB=1vPa
® Operde Temp.:-20~60 C
*PTTCycle: 0100000

(ApplicableRadiosList]

Speake
Sensitivity: 110+3dB@1kz ImW((singlepart)
Ratedpower: 10mW Max power: 30mwW
Resistance32q N1 5 %@d k
¢ Microphonespecificatiors:
Sensitivity: -40+3dB@1kz 3.0V2 . 2 KdB=1V/pa
® Operatingtemperatue:-20~60 C

(ApplicableRadiosList]

Earsetwith in-line Microphone

AudioAccessoy Jack | Product Model ApplicableRadios \VolumeControI VOX Remarks

ApplicableRadiosList: PD35X,PD36X
TC-268,TC-368,TC-268S,

EHKOL TC-368STC-368G,
TC-270,1C-370,TC-380, © ©

TC-380M,TC-370M
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